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Junction boxes to hollow walls

JUNCTION BOX P/T PK-60F TO HOLLOW WALLS

47

 66

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 GK Red RAL 2012 40 2,50 0201-00

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997. 
The size of the milled hole Ø 68. Dimensions: Ø 60x depth 47 mm

IP
20

650
°C

250
V PP

JUNCTION BOX P/T PO-80F TO HOLLOW WALLS

51

 80

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PO-80 GK Red RAL 2012 35 3,60 0209-00

Work voltage 250 V.  
NORM: PN-E-93208:1997. 
The size of the milled hole Ø 82-84. Dimensions: Ø 80x depth 50 mm

IP
20

650
°C

250
V PP

JUNCTION BOX P/T PO-70F TO HOLLOW WALLS

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PO-70 GK Red RAL 2012 40 3,30 0204-00

Work voltage 250 V. 
NORM: PN-E-93208:1997. 
The size of the milled hole Ø 72-74. Dimensions: Ø 70x depth 37 mm

IP
20

650
°C

250
V PP

JUNCTION BOX P/T PK-60F TO HOLLOW WALLS DEEP  

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 GK Red RAL 2012 40 2,70 0220-00

For mounting accessories for screws or claws. Work voltage 250 V. 
NORM: PN-E-93208:1997. 
The size of the milled hole Ø 68. Dimensions: Ø 60x depth 62 mm

IP
20

650
°C

250
V PP

POSITIONER FOR JUNCTION BOX
23,7

210

7171

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

positioner Grey RAL 7043 10 4,50 0237-00

Facilitates routing and cutting holes for single and multiple junction boxes.
The device has built-in contours.

PP
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JUNCTION BOX P/T PK-2X60F TO HOLLOW WALLS 

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-2x60 GK Red RAL 2012 30 5,30 0210-00
For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997. The size of the milled hole 2 x Ø 67. 
Internal dimensions: 135x61x46 mm
Dimensions: 2x Ø 60x depth 47 mm
Possibility to order a version for masonry without GK pawls and positioning screws, index: 
0210-10

IP
20

650
°C

250
V PP

JUNCTION BOX P/T PK-3X60F TO HOLLOW WALLS

48208

69

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-3x60 GK Red RAL 2012 20 7,60 0234-00
For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997. The size of the milled hole 3 x Ø 67. 
Internal dimensions: 204x61x46 mm
Dimensions: 3 x Ø 60x depth 47 mm
Possibility to order a version for masonry without GK pawls and positioning screws, index: 
0234-10

IP
20

650
°C

250
V PP

JUNCTION BOX P/T PK-4X60F TO HOLLOW WALLS

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-4x60 GK Red RAL 2012 20 8,80 0235-00
For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997. The size of the milled hole 4 x Ø 67. 
Internal dimensions: 275x61x46 mm
Dimensions: 4 x Ø 60x 47 mm
Possibility to order a version for masonry without GK pawls and positioning screws, index: 
0234-10

IP
20

650
°C

250
V PP

Junction boxes deeper to hollow walls

JUNCTION BOX P/T PK-3X60F TO HOLLOW WALLS

6
3

7
0

212

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-3x60 GK Red RAL 2012 20 7,60 0287-00

NORM: PN-E-93208:1997.
For mounting accessories for screws or claws. Rated voltage 250V
The size of the milled hole 3xØ67
Internal dimensions: 205x54x58 mm 
Dimensions: 3x Ø60 x depth 63 mm

IP
20

650
°C

250
V PP

JUNCTION BOX P/T PK-4X60F TO HOLLOW WALLS 6
3

284

7
0

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-4x60 GK Red RAL 2012 16 8,80 0288-00

NORM: PN-E-93208:1997.
For mounting accessories for screws or claws. Rated voltage 250V
The size of the milled hole 4xØ67
Internal dimensions: 275x54x58 mm 
Dimensions: 4x Ø60 x depth 63 mm

IP
20

650
°C

250
V PP

JUNCTION BOX P/T PK-2X60F TO HOLLOW WALLS

6
3

7
0

142

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-2x60 GK Red RAL 2012 30 5,30 0286-00

NORM: PN-E-93208:1997.
For mounting accessories for screws or claws. Rated voltage 250V
The size of the milled hole 2xØ67
Internal dimensions: 135x54x58 mm 
Dimensions: 2x Ø60 x depth 63 mm

IP
20

650
°C

250
V PP
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Junction boxes self-extinguishing to hollow walls

JUNCTION BOX P/T PK-60 TO HOLLOW WALLS 
HALOGEN-FREE SELF-EXTINGUISHING

47

 66

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 GK Yellow RAL 1021 40 2,50 0201-0N

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Self-extinguishin 850°C.
The size of the milled hole Ø 68. Dimensions: Ø 67x depth 47 mm

IP
20

850
°C

250
V PP

Br
Cl

JUNCTION BOX P/T PO-70 TO HOLLOW WALLS 
HALOGEN-FREE SELF-EXTINGUISHING
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PO-70 GK Yellow RAL 1021 40 3,50 0204-0N

Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Self-extinguishin 850°C.
The size of the milled hole Ø  72-74. Dimensions: Ø 70x depth 47 mm

IP
20

850
°C

250
V PP

Br
Cl

JUNCTION BOX P/T PO-80 TO HOLLOW WALLS 
HALOGEN-FREE SELF-EXTINGUISHING 51

 80

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PO-80 GK Yellow RAL 1021 35 3,60 0209-0N

Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Self-extinguishin 850°C.
The size of the milled hole Ø  82-84. Dimensions: Ø 80x depth 50 mm

IP
20

850
°C

250
V PP

Br
Cl

JUNCTION BOX P/T PK-60  TO HOLLOW WALLS 
HALOGEN-FREE SELF-EXTINGUISHING
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 GK Yellow RAL 1021 40 2,70 0220-0N

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007.Self-extinguishin 850°C.
The size of the milled hole Ø 68. Dimensions: Ø 60x depth 62 mm

IP
20

850
°C

250
V PP

Br
Cl
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JUNCTION BOX P/T PK-2X60 TO HOLLOW WALLS 
HALOGEN-FREE SELF-EXTINGUISHING
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-2x60 GK Yellow RAL 1021 30 5,30 0210-0N

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Self-extinguishin 850°C.
The size of the milled hole Ø 2 x Ø 67.  
Internal dimensions: 135x61x46 mm
Dimensions: 2x Ø 60x depth 47 mm

IP
20

850
°C

250
V PP

Br
Cl

Junction boxes self-extinguishing to hollow walls

JUNCTION BOX P/T PK-3X60 TO HOLLOW WALLS 
HALOGEN-FREE SELF-EXTINGUISHING

48208

69

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-3x60 GK Yellow RAL 1021 20  7,60 0234-0N

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Self-extinguishin 850°C.
The size of the milled hole 3 x Ø 67.  
Internal dimensions: 204x61x46 mm  
Dimensions: 3x Ø 60x depth 47 mm

IP
20

850
°C

250
V PP

Br
Cl

JUNCTION BOX P/T PK-4X60 TO HOLLOW WALLS 
HALOGEN-FREE SELF-EXTINGUISHING
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-4x60 GK Yellow RAL 1021 20 8,80 0235-0N

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Self-extinguishin 850°C.
The size of the milled hole 4 x Ø 67.  
Internal dimensions: 275x61x46 mm  
Dimensions: 4x Ø 60x depth 47 mm

IP
20

850
°C

250
V PP

Br
Cl

JUNCTION BOX P/T PK-2X60F TO HOLLOW WALLS 
HALOGEN-FREE SELF-EXTINGUISHING

6
3

7
0

142

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-2x60 GK Yellow RAL 1021 30 5,30 0286-0N

NORM: PN-E-93208:1997, PN-EN 60670-1:2007
For mounting accessories for screws or claws. Rated voltage 250V
The size of the milled hole 2xØ67
Internal dimensions: 135x54x58 mm 
Dimensions: 2x Ø60 x depth 63 mm

IP
20

850
°C

250
V PP

Br
Cl

JUNCTION BOX P/T PK-3X60F TO HOLLOW WALLS
HALOGEN-FREE SELF-EXTINGUISHING 6

3
7

0

212

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-3x60 GK Yellow RAL 1021 20 7,60 0287-0N

NORM: PN-E-93208:1997, PN-EN 60670-1:2007
For mounting accessories for screws or claws. Rated voltage 250V
The size of the milled hole 3xØ67
Internal dimensions: 205x54x58 mm 
Dimensions: 3x Ø60 x depth 63 mm

IP
20

850
°C

250
V PP

Br
Cl

JUNCTION BOX P/T PK-4X60F TO HOLLOW WALLS
HALOGEN-FREE SELF-EXTINGUISHING 6

3

284

7
0

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-4x60 GK Yellow RAL 1021 16 8,80 0288-0N

NORM: PN-E-93208:1997, PN-EN 60670-1:2007
For mounting accessories for screws or claws. Rated voltage 250V
The size of the milled hole 4xØ67
Internal dimensions: 275x54x58 mm  
Dimensions: 4x Ø60 x depth 63 mm

IP
20

850
°C

250
V PP

Br
Cl
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Junction boxes PRO to brick walls

JUNCTION BOX P/T PO-80F PRO

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PO-80 PRO Red RAL 2012 50 3,35 0283-00

Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Cover inluded. 
Internal dimensions: 70x37 mm 
Dimensions: Ø 80x depth 50 mm

JUNCTION BOX P/T PK-60F PRO WITH SCREWS

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 PRO Red RAL 2012 100 1,30 0281-01

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. With positioning screws.   
Internal dimensions: 60x40 mm  
Dimensions: Ø 60x depth 41 mm

JUNCTION BOX P/T PO-70F PRO

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PO-70 PRO Red RAL 2012 60 2,70 0282-00

Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Cover inluded. 
Internal dimensions: 70x37 mm  
Dimensions: Ø 70x depth 37 mm

JUNCTION BOX P/T PK-60F PRO

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 PRO Red RAL 2012 100 1,20 0281-00

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Without positioning screws.   
Internal dimensions: 60x40 mm 
Dimensions:  Ø 60x depth 41 mm

IP
20

650
°C

250
V PP

IP
20

650
°C

250
V PP

IP
20

650
°C

250
V PP

IP
20

650
°C

250
V PP

JUNCTION BOX P/T PK-60F LUX DEEP

63

 60

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 LUX Red RAL 2012 60 1,80 0206-50

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. 
Deeper with ppositioning screws. 
Internal dimensions: 60x62 mm  
Dimensions: Ø 60x depth 63 mm

IP
20

650
°C

250
V PP

JUNCTION BOX P/T PK-60F LUX DEEP WITH SCREWS 

63

 60

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 LUX Red RAL 2012 60 1,93 0206-51

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. 
Deeper with screws. 
Dimensions: Ø 60x depth 63 mm

IP
20

650
°C

250
V PP
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Junction boxes PRO connected to brick walls

JUNCTION BOX P/T PK-60F PRO CONNECTED DEEP

63

 60

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 PRO Red RAL 2012 60 1,91 0285-00

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Connected deep without screws.  
Internal dimensions: 60x62 mm  
Dimensions: Ø 60x depth 61 mm

JUNCTION BOX P/T PK-60F PRO CONNECTED DEEP WITH 
SCREWS 63

 60

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 PRO Red RAL 2012 60 1,95 0285-01

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Connected deep with screws.  
Internal dimensions: 60x62 mm 
Dimensions: Ø 60x depth 61 mm

JUNCTION BOX P/T PK-60F PRO CONNECTED  PLATE 
WITH SCREWS 43

 60

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 PRO Red RAL 2012 90 1,56 0284-01

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Connected plate with screws.  
Internal dimensions: 60x41 mm  
Dimensions: Ø 60x depth 41 mm

IP
20

650
°C

250
V PP

IP
20

650
°C

250
V PP

IP
20

650
°C

250
V PP

JUNCTION BOX P/T PK-60F PRO CONNECTED  PLATE

43

 60

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60 PRO Red RAL 2012 90 1,45 0284-00

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Connected plate with screws.  
Internal dimensions: 60x41 mm  
Dimensions: Ø 60x depth 41 mm

IP
20

650
°C

250
V PP
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Junction boxes to brick walls

JUNCTION BOX P/T PO-70F

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PO-70F Black RAL 9005 60 2,70 0205-00

Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Cover included. 
Internal dimensions: 61x41 mm 
Dimensions: Ø 70x depth 37 mm

JUNCTION BOX P/T PO-80F

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PO-80F Black RAL 9005 50 3,35 0207-00

Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Cover included. 
Internal dimensions: 79x45 mm  
Dimensions: Ø 80x depth 50 mm

JUNCTION BOX P/T PK-60F

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-60F Black RAL 9005 100 1,20 0202-00

For mounting accessories for screws or claws. Work voltage 250 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007.  
Internal dimensions: 61x41 mm  
Dimensions: Ø 60x depth 41 mm

IP
20

650
°C

250
V PP

IP
20

650
°C

250
V PP

IP
20

650
°C

250
V PP

JUNCTION BOX  
FOR CONNECTING HOUSEHOLD APPLIANCES
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Junction box AGD White RAL 9003 10 4,25 3040115

NORM: PN-E-93208:1997, PN-EN 60670-1:2007.
Equipment: terminal 5x(2x2,5mm2)  400V
Dimensions:  82mm height x 82mm width x 21mm depth 
Used for connecting household appliances, 3-phase induction hobs.

IP
44

650
°C

400
V PE

NEW

Junction box  
for connecting 
household 
appliances
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Accessories

JUNCTION BOX COVER Ø70/Ø80 UNIVERSAL

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Junction box cover White RAL 9003 200 1,10 3313-00

Used to mask the junction box.

JUNCTION BOX COVER Ø70

12

79
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Junction box cover White RAL 9003 100 1,20 020502-00

Used to mask the junction box.

SIGNALING COVER 31

8

 65

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Junction box cover Red RAL 2012 100 0,45 0202-02

The cover is used to secure the hole of the junction box while plastering the wall

JUNCTION BOX COVER Ø80

13

92

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Junction box cover White RAL 9003 100 1,30 020902-00

Used to mask the junction box.

JUNCTION BOX COVER Ø60

12

60
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Junction box cover White RAL 9003 50 1,10 028404-00

Used to mask the junction box.

650
°C

650
°C

650
°C

650
°C

650
°C

PP

PP

PP

PS

PE
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Accessories

SPACER RING FOR JUNCTION BOX PK60 24 MM 
WITH SCREWS
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Spacer ring Red RAL 2012 50 1,3 028403-01

NORM: PN-E-93208:1997, PN-EN 60670-1:2007.
Ring with screws.
Dimensions: Ø 60x wys. 24 mm

SPACER RING FOR JUNCTION BOX PK60 12 MM Z

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Spacer ring Red RAL 2012 50 0,82 028402-01

NORM: PN-E-93208:1997, PN-EN 60670-1:2007.
Ring with screws.
Dimensions: Ø 60x wys. 12 mm

SPACER RING FOR JUNCTION BOX PK60 24 MM

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Spacer ring Red RAL 2012 50 1,2 028403-00

NORM: PN-E-93208:1997, PN-EN 60670-1:2007.
Dimensions: Ø 60x wys. 24 mm

SPACER RING FOR JUNCTION BOX PK60 12 MM

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Spacer ring Red RAL 2012 50 0,72 028402-00

NORM: PN-E-93208:1997, PN-EN 60670-1:2007.
Dimensions: Ø 60x wys. 12 mm

IP
20

650
°C

250
V PP

IP
20

650
°C

250
V PP

IP
20

650
°C

250
V PP

IP
20

650
°C

250
V PP
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Junction boxes Install Box flush mounted

INSTALL BOX FLUSH MOUNTED JUNCTION BOX 
105X105X50 52

12
0

120
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Install-Box Red RAL 2012 24 8,40 0262-01

Work voltage  400V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007.  
Internal dimensions:93x93x49 mm  
Dimensions of the bottom: 105x105x50 mm

INSTALL BOX FLUSH MOUNTED JUNCTION BOX 
89X89X50

10
4

104

52

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Install-Box Red RAL 2012 36 5,40 0260-01

Work voltage 400 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007.  
Internal dimensions: 77x77x49 mm  
Dimensions of the bottom: 89x89x50 mm

INSTALL BOX FLUSH MOUNTED JUNCTION BOX  
TO HOLLOW WALLS 95X95X50

10
7

53

107

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Install-Box KG Red RAL 2012 30 7,40 0261-00
Install-Box KGS 850°C Yellow RAL 1021 30 7,40 0261-0N

Work voltage 400V.
It has claws for mounting in empty walls.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Internal dimensions: 87x87x49 mm 
Dimensions of the bottom: 98x98x50 mm

INSTALL BOX FLUSH MOUNTED JUNCTION BOX 
95X95X50

10
7

53

107
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Install-Box Red RAL 2012 30 7,20 0261-01

Work voltage  400V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007.  
Internal dimensions: 87x87x49 mm  
Dimensions of the bottom: 98x98x50 mm

INSTALL BOX FLUSH MOUNTED JUNCTION BOX  
TO HOLLOW WALLS 105X105X50 52

12
0

120

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Install-Box KG Red RAL 2012 24 8,50 0262-00
Install-Box KGS 850°C Yellow RAL 1021 24 8,50 0262-0N

Work voltage 400V.
It has claws for mounting in empty walls.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Internal dimensions: 93x93x49 mm 
Dimensions of the bottom: 105x105x50 mm

INSTALL BOX FLUSH MOUNTED JUNCTION BOX  
TO HOLLOW WALLS 89X89X50

10
4

104

52

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Install-Box KG Red RAL 2012 36 5,50 0260-00
Install-Box KGS 850°C Yellow RAL 1021 36 5,50 0260-0N

Work voltage  400V.
It has claws for mounting in empty walls.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007. Internal dimensions: 77x77x49 mm 
Dimensions of the bottom: 89x89x50 mm 

IP
40

650
°C

400
V PP

IP
40

650
°C

400
V PP

IP
40

650
°C

400
V PP

IP
40

650
°C

400
V PP

IP
40

650
°C

400
V PP

IP
40

650
°C

400
V PP
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Junction boxes Install Box flush mounted

INSTALL BOX FLUSH MOUNTED JUNCTION BOX
292X213X60











 

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Install-Box Red RAL 2012 1 36,20 0267-01

Work voltage  400V.  
NORM: PN-E-93208:1997
Dimensions of the bottom:292x213x60 mm
Dimensions of the cover: 320x257 mm

JUNCTION BOX FOR LIGHTNING PROTECTION CONNECTOR

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PZO Red RAL 2012 5 32,20 0266-00

Work voltage 400V. NORM: PN-E-93208:1997, PN-EN 60670-1:2007.
It protects the lightning protection connector against weather conditions.
The can has height adjustment. The junction box have „pins” to facilitate the attachment of 
the box without dismantling the lightning protection connector.
The surface of the cover - matte.
Internal dimensions: 163x163x71 mm 
Dimensions of the bottom: 185x185x80 mm
Reserved design in UP-RP

INSTALL BOX FLUSH MOUNTED JUNCTION BOX
185X185X70
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Install-Box Red RAL 2012 5 28,00 0264-01

Work voltage  400V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007.  
Internal dimensions: 170x170x68 mm  
Dimensions of the bottom: 185x185x75 mm

INSTALL BOX FLUSH MOUNTED JUNCTION BOX
264X177X76
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Install-Box Red RAL 2012 5 35,00 0265-01

Work voltage  400V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007.  
Internal dimensions: 249x162x68 mm
Dimensions of the bottom: 264x177x76 mm

INSTALL BOX FLUSH MOUNTED JUNCTION BOX 
130X100X70
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Install-Box Red RAL 2012 14 15,00 0263-01

Work voltage 400 V.  
NORM: PN-E-93208:1997, PN-EN 60670-1:2007.  
Internal dimensions: 128x89x68 mm  
Dimensions of the bottom: 144x104x74 mm

IP
40

650
°C

400
V PP

IP
40

650
°C

400
V PP

IP
40

650
°C

400
V PP

IP
40

650
°C

400
V PP

IP
40

650
°C

400
V PS

NEW
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Junction boxes hermetic FAST BOX IP55 surface mounted

FAST-BOX JUNCTION BOX 80X80X42 IP 55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Fast-Box IP 55
White RAL 9003 12 7,30 0242-00
Grey RAL 7035* 12 7,30 0242-04

 
Quick montage. NORM: PN-IEC-60998-1:2006. Number of entries: 4 – glands.
Internal dimensions: 80x80x42 mm  
Dimensions: 90x90x50 mm

FAST-BOX JUNCTION BOX Ø 80X40 IP 55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Fast-Box IP 55  
White RAL 9003 20 5,10 0241-00
Grey RAL 7035* 20 5,10 0241-04

 
Quick montage. NORM: PN-IEC-60998-1:2006. Number of entries: 4 – glands.
Internal dimensions: 80x40 mm  
Dimensions: Ø 90 x 44 mm

FAST-BOX JUNCTION BOX 76X76X40 IP 55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Fast-Box IP 55  
White RAL 9003 12 6,12 0242-10
Grey RAL 7035* 12 6,12 0242-14

 
Quick montage. NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.
Internal dimensions: 76x76x40 mm  
Dimensions: 87x87x45 mm

FAST-BOX JUNCTION BOX 70X70X40 IP 55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Fast-Box IP 55
White RAL 9003 12 5,60 0245-00
Grey RAL 7035* 12 5,60 0245-04

 
Quick montage. NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.
Internal dimensions: 67x67x41 mm  
Dimensions: 78x78x44mm

FAST-BOX JUNCTION BOX Ø 65X35 IP 55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Fast-Box IP 55  
White RAL 9003 20 4,30 0240-00
Grey RAL 7035* 20 4,30 0240-04

 
Quick montage. NORM: PN-IEC-60998-1:2006. Number of entries: 4 – glands.
Internal dimensions: 65x36 mm 
Dimensions: Ø 75 x 40 mm

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

FAST-BOX JUNCTION BOX 110X110X52 IP 55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Fast-Box IP  55
White RAL 9003 9 10,30 0243-00
Grey RAL 7035* 9 10,30 0243-04

 
Quick montage. NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.
Internal dimensions: 100x100x42 mm 
Dimensions: 110x110x50 mm

IP
55

650
°C

400
V PP

4

4

4

6

6

6

* - individual order
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Junction boxes EP LUX type PK surface mounted

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-2 
EP-LUX IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-2
White RAL 9003 8 11,90 0222-00
Grey RAL 7035* 8 11,90 0222-04

 
NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.  
Internal dimensions: 95x95x49 mm 
Dimensions: 108x108x58 mm

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-1 
EP-LUX IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-1
White RAL 9003 6 17,60 0250-00
Grey RAL 7035* 6 17,60 0250-04

 
NORM: PN-IEC-60998-1:2006.  
Internal dimensions: 125x125x21 mm 
Dimensions: 135x135x62 mm

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-0 
EP-LUX IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-0
White RAL 9003 20 10,53 0224-00
Grey RAL 7035* 20 10,53 0224-04

 
NORM: PN-IEC-60998-1:2006. Number of entries: 4 – glands.  
Internal dimensions: 89x89x41 mm  
Dimensions: 92x92x50 mm

JUNCTION BOXES SURFACE MOUNTED PK-2 IP 20

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-2 IP 20 White RAL 9003 6 15,50 0215-00

 
NORM: PN-IEC-60998-1:2006. Number of entries: 4 – glands.  
Internal dimensions: 85x85x46 mm 
Dimensions: 101x101x59 mm

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-0 
EP-LUX WITH REFILL 5X2,5MM² IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-0
White RAL 9003 20 10,53 0223-00
Grey RAL 7035* 20 10,53 0223-04

 
NORM: PN-IEC-60998-1:2006. Number of entries: 4 – glands. 
Internal dimensions:  89x89x41 mm 
Dimensions: 92x92x50 mm

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PPIP

55
650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
20

650
°C

400
V PP

IP
55

650
°C

400
V PP

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-2 EP-
LUX 
WITH REFILL 5X4MM² IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-2
White RAL 9003 8 16,00 0221-00
Grey RAL 7035* 8 16,00 0221-04

 
NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.  
Internal dimensions: 95x95x49 mm 
Dimensions: 108x108x58 mmWwith a refill 5x4 mm²

IP
55

650
°C

400
V PP

4

4

4

6

6

* - individual order
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Junction boxes EP LUX type PK surface mounted

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-4 
EP-LUX IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-4
White RAL 9003 6 21,60 0233-00
Grey RAL 7035* 6 21,60 0233-14

 
NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.  
Internal dimensions: 125x125x42 mm 
Dimensions: 133x133x64 mm

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-3 
EP-LUX IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-3
White RAL 9003 9 13,80 0251-00
Grey RAL 7035* 9 13,80 0251-04

 
NORM: PN-IEC-60998-1:2006.  
Internal dimensions: 125x125x21 mm 
Dimensions: 135x135x58 mm

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-4 
EP-LUX WITH REFILL 5X10MM² IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-4
White RAL 9003 6 31,00 0233-01
Grey RAL 7035* 6 31,00 0233-14

 
NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.  
Internal dimensions: 125x125x42 mm 
Dimensions: 133x133x64 mm
With refill 5x10 mm²

JUNCTION BOXES SURFACE MOUNTED PK-4 IP 20

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-4 IP20 White RAL 9003 6 19,3 0217-00

 
NORM: PN-IEC-60998-1:2006. Number of entries: 4 – glands.  
Internal dimensions: 126x126x46 mm 
Dimensions: 134x134x50 mm

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
20

650
°C

400
V PP

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-5 
EP-LUX IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-5
White RAL 9003 6 24,30 0252-00
Grey RAL 7035* 6 24,30 0252-04

 
NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.  
Internal dimensions: 125x125x42 mm 
Dimensions: 133x133x83 mm

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-4 
EP-LUX WITH REFILL 5X16MM² IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-4 
White RAL 9003 6 36,60 0233-02
Grey RAL 7035* 6 36,60 0233-24

 
NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.  
Internal dimensions: 125x125x42 mm 
Dimensions: 133x133x64 mm
With refill 5x16 mm²

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

4

6

6

6

6

* - individual order
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Junction boxes EP LUX type PK surface mounted

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-6 
EP-LUX 158X118X80 IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-6
White RAL 9003 6 21,85 0227-10
Grey RAL 7035* 6 21,85 0227-14

 
NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.  
Internal dimensions: 108x147x86 mm 
Dimensions: 157x118x94 mm

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-6 
EP-LUX WITH REFILL 4X16 MM² IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-6
White RAL 9003 6 36,20 0228-00
Grey RAL 7035* 6 36,20 0228-04

 
NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.  
Internal dimensions: 108x147x86 mm 
Dimensions: 157x118x94 mm
With refill 4x16 mm²

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-6 
EP-LUX IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-6
White RAL 9003 6 22,56 0227-00
Grey RAL 7035* 6 22,56 0227-04

 
NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.  
Internal dimensions: 108x147x86 mm 
Dimensions: 158x118x94 mm

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-7 
EP-LUX IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-7
White RAL 9003 3 28,00 0238-01
Grey RAL 7035* 3 28,00 0238-14

 
NORM: PN-IEC-60998-1:2006. Number of entries: 8 – glands.  
Internal dimensions: 163x163x55 mm 
Dimensions: 172x172x75 mm

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-6 
EP-LUX 158X118X80 WITH REFILL 4X16 MM² SHORT IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-6
White RAL 9003 6 32,90 0228-10
Grey RAL 7035* 6 32,90 0228-14

 
NORM: PN-IEC-60998-1:2006. Number of entries: 6 – glands.  
Internal dimensions: 108x147x86 mm  
Dimensions: 157x118x80mm
With refill 4x16 mm²

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

6

6

6

6

* - individual order

8
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Junction boxes hermetic EP LUX type PK surface mounted

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-9 
EP-LUX WITH GLANDS IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-9 Grey RAL 7035* 1 77,00 0253-00

NORM: PN-IEC-60998-1:2006.
Number of entries: 8-glands
Internal dimensions: 287x200x112 mm 
Dimensions: 303x214x123 mm

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-9 
EP-LUX WITHOUT GLANDS IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-9 Grey RAL 7035* 1 80,00 0253-30

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 287x200x112 mm 
Dimensions: 303x214x123 mm

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-8 
EP-LUX IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-8
White RAL 9003 1 39,35 0231-00
Grey RAL 7035* 1 39,35 0231-04

NORM: PN-IEC-60998-1:2006.
Number of entries: 8-glands
Internal dimensions: 188x188x53 mm 
Dimensions: 196x196x78 mm

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V ABS

IP
55

650
°C

400
V ABS

JUNCTION BOXES SURFACE MOUNTED HERMETIC 
EP-LUX 100X100X52 IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

IP55 White RAL 9003 15 13,52 0243-10

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 100x100x52 mm 
Dimensions: 110x110x67 mm

IP
55

650
°C

400
V PP

JUNCTION BOXES SURFACE MOUNTED HERMETIC 
EP-LUX 110X80X40 IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

IP 55 White RAL 9003 20 15,50 0244-00

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 110x80x40 mm 
Dimensions: 118x87x55 mm

IP
55

650
°C

400
V PP

8

8

6

JUNCTION BOXES SURFACE MOUNTED HERMETIC PK-8 
EP-LUX WITH REFILL 5X35 MM² IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

PK-8
White RAL 9003 1 70,16 0232-00
Grey RAL 7035* 1 70,16 0232-04

NORM: PN-IEC-60998-1:2006. 
Number of entries: 8-glands
With refill 5x35 mm²
Internal dimensions: 188x188x53 mm 
Dimensions: 196x196x78 mm

IP
55

650
°C

400
V PP

8

* - individual order

8
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Junction boxes hermetic 2K (2 components) surface mounted

JUNCTION BOX HERMETIC 2K 98X98X46 IP55/IP65 (EMPTY)

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Odgałęźna 2K
White RAL 9003 8 8,80 0290-00
Grey RAL 7035 8 8,80 0290-04
Brown RAL 8028 8 8,80 0290-06

NORM: DIN EN 60670-22 IEC 60670-22
With external mounting brackets., membrane Ø20
Internal dimensions: 88x88x38 mm Dimensions: 98x98x46 mm

JUNCTION BOX HERMETIC 2K 98X98X46 5X2,5MM2 IP55/IP65   
(WITH TERMINALS)
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

Odgałęźna 2K
White RAL 9003 8 8,95 0290-01
Grey RAL 7035 8 8,95 0290-41
Brown RAL 8028 8 8,95 0290-61

NORM: DIN EN 60670-22 IEC 60670-22
With external mounting brackets., membrane Ø20
Terminals 5x2,5mm2 Internal dimensions: 88x88x38 mm  
Dimensions: 98x98x46 mm

JUNCTION BOX HERMETIC 2K 98X98X46 5X2,5 - MM2, 4XPG 
13,5MM IP55/IP65 (TERMINALS+THREADED GLANDS)
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

4xPG 13,5 mm IP68 Grey RAL 7035 8 8,80 0290-80
4xPG 13,5 mm IP68 / 5x2,5 mm Grey RAL 7035 8 8,80 0290-81
NORM: DIN EN 60670-22 IEC 60670-22
With external mounting brackets., membrane Ø20
Terminals 5x2,5mm2, glands PG 13,5mm IP68
Internal dimensions: 88x88x38 mm 
Dimensions: 98x98x46 mm

IP
55

IP
65

650
°C

400
V

PP
TPE

IP
55

IP
65

650
°C

400
V

PP
TPE

IP
55

IP
65

650
°C

400
V

PP
TPE

coloured terminals 2,5 mm2 for 
easy assembly

elastic membrane 2K suitable 
to cable entering

cable glands PG 13,5 mm IP68

elastic membrane 2K 
suitable to cable glands 
PG 13,5 mm IP68

an auxiliary ears for assembly
in the cablecanals by cable ties

4

4

4
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Junction boxes hermetic serie E surface mounted

E7 JUNCTION BOX HERMETIC N/T 75X75 IP55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

E7 Grey RAL 7035* 8 4,0 0296-00

Junction box connected with 6 grooves for installation in cable ducts
NORM: DIN EN 60670
Dimensions: 75x75x39 mm

E12 JUNCTION BOX HERMETIC N/T 85X85 IP55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

E12 Grey RAL 7035* 8 4,5 0297-00

Junction box connected with 12 grooves for installation in cable ducts
NORM: DIN EN 60670
Dimensions: 85x85x39 mm

E10 JUNCTION BOX HERMETIC N/T 45X90 IP55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

E10 Grey RAL 7035* 8 2,0 0295-00

Junction box connected with 10 grooves for installation in cable ducts
NORM: DIN EN 60670
Dimensions: 45x90x39 mm

IP
55

IK
07

400
V

IP
55

IK
07

400
V

IP
55

IK
07

400
V

10

12

7

E12 Junction box connected  
85x85x39 IP55
12 grooves
0297-00
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Junction boxes surface mounted

JUNCTION BOX HERMETIC N/T EMPTY IP 42

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

380 White RAL 9003 20 5,50 0214-00

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 67x67x30 mm 
Dimensions: 86x86x35 mm

JUNCTION BOX HERMETIC N/T WITH REFILL 4X2,5 MM2 IP 42

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

380 White RAL 9003 20 7,20 0213-00

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 67x67x30 mm 
Dimensions: 86x86x35 mm

JUNCTION BOX HERMETIC N/T EMPTY P0 IP 41

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

P0 White RAL 9003 20 5,00 0211-00

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 73x25 mm 
Dimensions: Ø 73x depth 28 mm

JUNCTION BOX IP 41 60X60X30

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

IP 41
White RAL 9003

30 2,60
0236-00

Black RAL 9005* 0236-02

NORM: PN-IEC-60998-1:2006. 
Junction box for ICT.
Internal dimensions: 55x55x25 mm 
Dimensions: 60x60x30 mm

JUNCTION BOX HERMETIC N/T WITH REFILL 4X2,5 MM2 IP41

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

P5 White RAL 9003 20 6,80 0212-00

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 65x29 mm 
Dimensions: Ø 73x depth 28 mm

JUNCTION BOXES SURFACE MOUNTED EP-LUX  
WITH REFILL 5X2.5 MM² IP 20
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

EP LUX IP 20 White RAL 9003 20 6,20 0225-00

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 85x74x13 mm 
Dimensions: 89x79x25 mm

IP
41

650
°C

250
V PS

IP
41

650
°C

400
V PP

IP
41

650
°C

400
V PP

IP
42

650
°C

400
V PP

IP
42

650
°C

400
V PP

IP
20

650
°C

400
V PP

4

4

4

4

* - individual order
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Junction boxes surface mounted

JUNCTION BOX 6-WAYS N/T MZ EP-LUX 5X2.5 MM²  
WITH REFILL IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

EP-LUX IP55 White RAL 9003 20 9,10 0226-11
Grey RAL 7035* 20 9,10 0226-41

NORM: PN-IEC-60998-1:2006.
With external mounting brackets..
Internal dimensions: 78x78x32 mm 
Dimensions: 86x86x39 mm

JUNCTION BOX 6-WAYS N/T MZ EP-LUX 5X2.5 MM²  
WITH REFILL IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

EP-LUX IP55 brązowy RAL 8028 20 9,10 0226-61

NORM: PN-IEC-60998-1:2006.
With external mounting brackets..
Internal dimensions: 78x78x32 mm 
Dimensions: 86x86x39 mm

JUNCTION BOX 6-WAYS SURFACE MOUNTED  
EP LUX 5X2.5 MM² WITH REFILL IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

EP-LUX IP55
White RAL 9003

20 9,10
0226-01

Grey RAL 7035* 0226-05

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 78x78x32 mm 
Dimensions: 86x86x39 mm

JUNCTION BOX 6-WAYS N/T MZ EP-LUX 5X2.5 MM²  
EMPTY IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

EP-LUX IP55 White RAL 9003 20 6,90 0226-10

NORM: PN-IEC-60998-1:2006.
With external mounting brackets..
Internal dimensions: 78x78x32 mm 
Dimensions: 86x86x39 mm

JUNCTION BOX 6-WAYS SURFACE MOUNTED  
EP LUX 5X2.5 MM² EMPTY IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

EP-LUX IP55 White RAL 9003 20 6,90 0226-00

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 78x78x32 mm
Dimensions: 86x86x39 mm

JUNCTION BOX 6-WAYS SURFACE MOUNTED  
EP LUX 5X2.5 MM² EMPTY IP 55
Type Color Pack.

pc.

Weight

kg/100 pc.

Index

EP-LUX IP55
Black RAL 9005*

20 6,90
0226-02

Brown RAL 8028* 0226-60
Grey RAL 7035* 0226-04

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 78x78x32 mm
Dimensions: 86x86x39 mm

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

IP
55

650
°C

400
V PP

6

6

6

6

6

6

* - individual order
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Junction boxes hermetic CARBO-BOX surface mounted

CARBO-BOX CASING 303X213X125 IP55 WITH RAIL

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

CARBO-BOX IP55 Grey RAL 7035* 1 80,00 0253-10

NORM: PN-IEC-60998-1:2006.
Rail TH 35
Internal dimensions: 109x149x54 mm 
Dimensions: 303x214x123 mm

CARBO-BOX CASING 158X118X80 IP55 WITH RAIL

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

CARBO-BOX IP55 Grey RAL 7035* 1 30,00 0230-00

NORM: PN-IEC-60998-1:2006.
Rail TH 35
Internal dimensions: 109x149x54 mm 
Dimensions: 118x157x94 mm

CARBO-BOX CASING 303X213X125 IP55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

CARBO-BOX IP55 Grey RAL 7035* 1 80,00 0253-20

NORM: PN-IEC-60998-1:2006.
Dimensions: 303x214x123 mm

CARBO-BOX CASING 158X118X80 IP55

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

CARBO-BOX IP55 Grey RAL 7035* 1 26,00 0229-00

NORM: PN-IEC-60998-1:2006.
Internal dimensions: 109x149x54 mm 
Dimensions: 157x118x94 mm

IP
55

650
°C

400
V

ABS
PC

IP
55

650
°C

400
V

ABS
PC

IP
55

650
°C

400
V

ABS
PC

IP
55

650
°C

400
V

ABS
PC
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Boxes hermetic  
INDUSTRIAL IP65

• Protection degree IP65

• Impact resistance IK07

• Sealing possibility casings

• Color obudowy Grey RAL 7035*

• Increased UV resistance

• Metal screws

• Elastic sealing

• CAD drawing available at www

• Sealed casing

• HALOGENFREE

• Available at many sizes 

IP
65

IK
07

PC
PP

ABS
UV

Br
Cl

HALOGENFREE

With cable glands 
cover Grey RAL 7035* index : X X X X- 02

Cover color the same as casing  
Grey RAL 7035 index with X X X X -00

Cover  transparent
index with: X X X X- 01
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dimension 
A/B/C index

105x105x66 2701-00

105x105x140 2702-00

105 x 105

dimension 
A/B/C

index

110x75x59 2703-00

110x75x90 2704-00

110 x 75

dimension 
A/B/C index

135x74x72 2705-00

135x74x105 2706-00

135 x 74

dimension 
A/B/C

index

270x220x106 2719-00

270x220x126 2720-00

270x220x168 2721-00

270 x 220

dimension 
A/B/C

index

280x220x127 2722-00

280 x 220

dimension 
A/B/C

index

313x253x115 2723-00

313x253x165 2724-00

313 x 253

-00 casing grey RAL7035 
-01 casing transparent

-00 casing grey RAL7035
-01 casing transparent

-00 casing grey RAL7035
-01 casing transparent

-00 casing grey RAL7035
-01 casing transparent

-00 casing grey RAL7035

-00 casing grey RAL7035
-01 casing transparent

105x105x66 2701-01 110x75x59 2703-01 135x74x72 2705-01

270x220x106 2719-01

270x220x126 2720-01

270x220x168 2721-01

313x253x115 2723-01

313x253x165 2724-01

B

A

C

DIMENSIONS
Boxes hermetic INDUSTRIAL IP65
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dimension 
A/B/C

index

340x270x106 2725-00

340x270x165 2726-00

dimension 
A/B/C

index

440x330x145 2727-00

340 x 270 440 x 330

dimension 
A/B/C

index

170x105x82 2707-00

170x105x112 2708-00

170 x 105

dimension 
A/B/C

index

170 x 135x147 2709-00

170x135x241 2710-00

170x135x85 2711-00

170x135x107 2712-00

170x135xx145 2713-00

170x135x176 2714-00

170 x 135

dimension 
A/B/C

index

220x170x86 2716-00

220x170x107 2717-00

220x170x146 2718-00

220 x 170

-00 casing grey RAL7035
-01 casing transparent

-00 casing grey RAL7035
-01 casing transparent

-00 casing grey RAL7035
-01 casing transparent

-00 casing grey RAL7035
-01 casing transparent

-00 casing grey RAL7035
-01 casing transparent

170x105x82 2707-01

170x135x241 2710-01

170x135x85 2711-01

170x135x107 2712-01

220x170x86 2716-01

220x170x107 2717-01

220x170x146 2718-01

340x270x106 2725-01

340x270x165 2726-01

440x330x145 2727-01

A

B

C

DIMENSIONS
Boxes hermetic INDUSTRIAL IP65
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dimension 
A/B/C index

180x330x130 2749-00

dimension 
A/B/C index

330x330x130 2750-00

dimension 
A/B/C index

506x330x13 2751-00

dimension 
A/B/C index

130x95x58 2752-00

506x230506x330330x330180x330

A

B

C

DIMENSIONS
Boxes hermetic INDUSTRIAL IP65

BOXES  
HERMETIC

 ■ industrial quality
 ■ hermetic IP65
 ■ application in automation IP65 2K
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dimension 
A/B/C index

102x102x47 2700-02 

dimension 
A/B/C index

129x129x61 2701-02

dimension 
A/B/C index

156x95x68 2705-02

dimension 
A/B/C index

305x244x126 2721-02

305x244x168 2722-02

dimension 
A/B/C index

342x282x115 2723-02

342x282x165 2724-02

dimension 
A/B/C index

198x139x82 2707-02

dimension 
A/B/C index

198x163x80 2711-02

dimension 
A/B/C index

130x95x58 2703-02

102 x 102 129 x 129

156 x 95

305 x 244 342 x 282

198 x 95 198 x 163

130 x 95

dimension 
A/B/C index

249x198x81 2716-02

249 x 198

-02 Grey RAL 7035* -02 Grey RAL 7035* -02 Grey RAL 7035*

-02 Grey RAL 7035*-02 Grey RAL 7035*-02 Grey RAL 7035*

-02 Grey RAL 7035*

-02 Grey RAL 7035* -02 Grey RAL 7035*

DIMENSIONS
Boxes hermetic INDUSTRIAL IP65 with cable glands
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
105X105X66 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,26 2701-00
NORM PN-EN-60670-1
Internal dimensions: 99x99x56
External dimensions:  105x105x66

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
105X105X140 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,25 2702-00
NORM PN-EN-60670-1
Internal dimensions: 99x99x131
External dimensions:  105x105x140

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 110X75X59 
IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,15 2703-00
NORM PN-EN-60670-1
Internal dimensions: 105x70x46
External dimensions:  110x75x59

IP
65

400
V

IP
65

400
V

IP
65

400
V

IK
07

IK
07

IK
07

Br
Cl

Br
Cl

Br
Cl
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 110X75X90 
IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,24 2704-00
NORM PN-EN-60670-1
Internal dimensions: 105x70x78
External dimensions:  110x75x90

110

7
5

9
070

105

78

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 135X74X72 
IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,22 2705-00
NORM PN-EN-60670-1
Internal dimensions: 130x69x57
External dimensions:  135x74x72

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
135X74X105 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,22 2706-00
NORM PN-EN-60670-1
Internal dimensions: 130x69x92
External dimensions: 135x74x105

IP
65

400
V

IP
65

400
V

IP
65

400
V

IK
07

IK
07

IK
07

Br
Cl

Br
Cl

Br
Cl
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X105X82 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,46 2707-00
NORM PN-EN-60670-1
Internal dimensions: 164x99x67
External dimensions:  170x105x82

170

1
0
5

99

164

8
267

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X105X112 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,61 2708-00
NORM PN-EN-60670-1
Internal dimensions: 164x99x97
External dimensions:  170x105x112

170

1
0
5

99

164
1
1
2

97

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X135X147 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,60 2709-00
NORM PN-EN-60670-1
Internal dimensions: 164x129x132
External dimensions:  170x135x147

170

1
3
5

12
9

164

1
4
7

13
2

IP
65

400
V

IP
65

400
V

IP
65

400
V

IK
07

IK
07

IK
07

Br
Cl

Br
Cl

Br
Cl
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X135X241 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,63 2710-00
NORM PN-EN-60670-1
Internal dimensions: 164x129x225
External dimensions:  170x135x241

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X135X85 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,49 2711-00
NORM PN-EN-60670-1
It is possible to make the cover sealing on request by the 2-component method.
Internal dimensions: 164x129x70
External dimensions:  170x135x85

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X135X107 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,50 2712-00
NORM PN-EN-60670-1
Internal dimensions: 164x129x91
External dimensions:  170x135x107

IP
65

400
V

IP
65

400
V

IP
65

400
V

IK
07

IK
07

IK
07

Br
Cl

Br
Cl

Br
Cl

2K
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X135X145 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,69 2713-00
NORM PN-EN-60670-1
Internal dimensions: 164x129x130
External dimensions:  170x135x145

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X135X176 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,46 2714-00
NORM PN-EN-60670-1
Internal dimensions: 164x129x162
External dimensions:  170x135x176

170

1
3
5

164

12
9

1
7
6

16
2

IP
65

400
V

IP
65

400
V

IK
07

IK
07

Br
Cl

Br
Cl
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
220X170X86 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,75 2716-00
NORM PN-EN-60670-1
Internal dimensions: 214x164x69
External dimensions:  220x170x86

220

1
7
0

16
4

214

8
669

IP
65

400
V

IK
07

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
220X170X107 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,86 2717-00
NORM PN-EN-60670-1
It is possible to make the cover sealing on request by the 2-component method.
Internal dimensions: 214x164x91
External dimensions:  220x170x107

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
220X170X146 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,00 2718-00
NORM PN-EN-60670-1
Internal dimensions: 214x162x130
External dimensions:  220x170x146

IP
65

400
V

IP
65

400
V

IK
07

IK
07

Br
Cl

Br
Cl

Br
Cl

2K
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
270X220X106 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,31 2719-00
NORM PN-EN-60670-1
Machine sealing.
Internal dimensions: 264x214x89
External dimensions:  270x220x106

270

2
2
0

1
0
6

264

21
4

89

IP
65

400
V

IK
07

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
270X220X126 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,35 2720-00
NORM PN-EN-60670-1
Machine sealing.
Internal dimensions: 264x214x109
External dimensions:  270x220x126

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
270X220X168 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,49 2721-00
NORM PN-EN-60670-1
Machine sealing. 
Internal dimensions: 264x214x151
External dimensions:  270x220x168

264

21
4

15
1

1
6
8

270

2
2
0

IP
65

400
V

IP
65

400
V

IK
07

IK
07

Br
Cl

Br
Cl

Br
Cl

sealing

sealing

sealing
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
280X220X127 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,30 2722-00
NORM PN-EN-60670-1
Machine sealing.
Internal dimensions: 267x207x110
External dimensions:  280x220x127

267

2
2
0

12
7

20
7

11
0

280

IP
65

400
V

IK
07

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
313X253X165 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 2,30 2724-00
NORM PN-EN-60670-1
Machine sealing.
Internal dimensions: 300x240x150
External dimensions:  313x253x165

313
300

2
5
3

24
0

1
6
5

15
0

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
313X253X115 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,64 2723-00
NORM PN-EN-60670-1
Machine sealing.
Internal dimensions: 300x240x100
External dimensions:  313x253x115

313
300

2
5
3

24
0

1
1
5

10
0

IP
65

400
V

IP
65

400
V

IK
07

IK
07

Br
Cl

Br
Cl

Br
Cl

sealing

sealing

sealing
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
340X270X106 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 2,00 2725-00
NORM PN-EN-60670-1
Machine sealing.
Internal dimensions: 328x258x91
External dimensions:  340x270x106

340

328

2
7
0

25
8

1
0
691

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
340X270X165 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 2,50 2726-00
NORM PN-EN-60670-1
Machine sealing.
Internal dimensions: 328x258x154
External dimensions:  340x270x165

IP
65

400
V

IP
65

400
V

IK
07

IK
07

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
440X330X145 IP65
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 3,20 2727-00
NORM PN-EN-60670-1
Machine sealing.
Plastic screws with springs. Quick montage casing -01
Internal dimensions: 429x321x127
External dimensions:  440x330x145

440
429

33
0

32
1

14
5

12
7

IP
65

400
V

IK
07

Br
Cl

Br
Cl

Br
Cl 2K

sealing

sealing

sealing
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
180X330X130 IP65
Type Color Pack.

pc.

Waga

kg/1 szt.

Index

Casing IP65 Grey RAL 7035* 1 1,06 2749-00
NORM: PN-IEC-60998-1:2006.
Dimensions: 188x330x130 mm

IP
65

650
°C

Br
Cl

400
V

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
330X330X130 IP65 
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Casing IP65 Grey RAL 7035* 1 1,56 2750-00
NORM: PN-IEC-60998-1:2006.
Dimensions: 330x330x130 mm

IP
65

650
°C

Br
Cl

400
V

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
506X230X130 IP65
Type Color Pack.

pc.

Waga

kg/1 szt.

Index

Casing IP65 Grey RAL 7035* 1 1,85 2752-00
NORM: PN-IEC-60998-1:2006.
Dimensions: 506x230x130 mm

IP
65

650
°C

Br
Cl

400
V

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
514X330X130 IP65 
Type Color Pack.

pc.

Waga

kg/1 szt.

Index

Casing IP65 Grey RAL 7035* 1 2,18 2751-00
NORM: PN-IEC-60998-1:2006.
Dimensions: 514x330x130 mm

IP
65

650
°C

Br
Cl

400
V

ABS

ABS

ABS

ABS
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
105X105X66 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,25 2701-01
NORM PN-EN-60670-1
Internal dimensions: 99x99x56
External dimensions:  105x105x66

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 110X75X59 
IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,22 2703-01
NORM PN-EN-60670-1
Internal dimensions: 105x70x46
External dimensions:  110x75x59

110

75 594670

105

IP
65

400
V

IP
65

400
V

IK
07

IK
07

PC

PC
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 135X74X72 
IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,34 2705-01
NORM PN-EN-60670-1
Internal dimensions: 130x69x57
External dimensions:  135x74x72

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X105X82 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,37 2707-01
NORM PN-EN-60670-1
Internal dimensions: 164x99x67
External dimensions:  170x105x82

170

1
0
5

99

164

8
267

IP
65

400
V

IP
65

400
V

IK
07

IK
07

PC

PC
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X135X85 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,40 2711-01
NORM PN-EN-60670-1
Internal dimensions: 164x129x70
External dimensions:  170x135x85

IP
65

400
V

IK
07

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
170X135X107 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,56 2712-01
NORM PN-EN-60670-1
Internal dimensions: 164x129x91
External dimensions:  170x135x107

IP
65

400
V

IK
07

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
220X170X86 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,65 2716-01
NORM PN-EN-60670-1
Internal dimensions:214x164x69
External dimensions:  220x170x86

220

1
7
0

16
4

214

8
669

IP
65

400
V

IK
07

PC

PC

PC
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
220X170X146 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,85 2718-01
NORM PN-EN-60670-1
Internal dimensions: 214x162x130
External dimensions:  220x170x146

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
270X220X106 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,00 2719-01
NORM PN-EN-60670-1
Internal dimensions: 264x214x89
External dimensions:  270x220x106

IP
65

400
V

IP
65

400
V

IK
07

IK
07

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
220X170X107 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 0,80 2717-01
NORM PN-EN-60670-1
Internal dimensions: 214x162x91
External dimensions:  220x170x107

IP
65

400
V

IK
07 PC

PC

PC
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
270X220X126 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,20 2720-01
NORM PN-EN-60670-1
Internal dimensions: 264x214x109
External dimensions:  270x220x126

IP
65

400
V

IK
07

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
270X220X168 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,49 2721-01
NORM PN-EN-60670-1
Internal dimensions: 264x214x151
External dimensions:  270x220x168

IP
65

400
V

IK
07

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
313X253X115 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,25 2723-01
NORM PN-EN-60670-1
Internal dimensions: 300x240x100
External dimensions:  313x253x115

313
300

2
5
3

24
0

1
1
5

10
0

IP
65

400
V

IK
07

PC

PC

PC
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
313X253X165 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,85 2724-01
NORM PN-EN-60670-1
Internal dimensions: 300x240x150
External dimensions:  313x253x165

313
300

2
5
3

24
0

1
6
5

15
0

IP
65

400
V

IK
07

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
340X270X106 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 1,45 2725-01
NORM PN-EN-60670-1
Internal dimensions: 328x258x91
External dimensions:  340x270x106

340

328

2
7
0

25
8

1
0
691

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
340X270X165 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 - 2726-01
NORM PN-EN-60670-1
Internal dimensions: 328x258x151
External dimensions:  340x270x165

340

328

2
7
0

25
8

1
6
5

15
1

IP
65

400
V

IP
65

400
V

IK
07

IK
07

PC

PC

PC
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Hermetic junction boxes INDUSTRIAL IP65

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
440X330X145 IP65 PC
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP65 Grey RAL 7035* 1 3,20 2727-01
NORM PN-EN-60670-1
Internal dimensions: 429x321x127
External dimensions:  440x330x145

440
429

33
0

32
1

14
5

12
7

IP
65

400
V

IK
07 PC

• solid locks with springs
• casing: polycarbonate >PC<
• machine sealing 
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Hermetic junction boxes INDUSTRIAL IP55

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
102X102X47 WITH 7 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2700-02
NORM PN-EN-60670-1
Internal dimensions: 65x65x30
External dimensions: 102x102x47

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
129X129X61 WITH 7 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2701-02
NORM PN-EN-60670-1
Internal dimensions: 100x100x50
External dimensions:  129x129x61

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 130X95X58 
WITH 8 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2703-02
NORM PN-EN-60670-1
Internal dimensions: 105x70x48
External dimensions:  130x95x58

IP
55

400
V

IP
55

400
V

IP
55

400
V

IK
07

IK
07

IK
07

7

7

8

Br
Cl

Br
Cl

Br
Cl
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Hermetic junction boxes INDUSTRIAL IP55

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 156X95X68 
WITH 8 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2705-02
NORM PN-EN-60670-1
Internal dimensions: 130x69x57
External dimensions:  156x95x68

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
198X139X82 WITH 8 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2707-02
NORM PN-EN-60670-1
Internal dimensions: 164x99x68
External dimensions:  198x139x82

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
198X163X80 WITH 10 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2711-02
NORM PN-EN-60670-1
Internal dimensions: 164x129x68
External dimensions:  198x163x80
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V
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Hermetic junction boxes INDUSTRIAL IP55

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
249X198X81 WITH 10 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2716-02
NORM PN-EN-60670-1
Internal dimensions: 214x162x69
External dimensions:  249x198x81

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
305X244X126 WITH 12 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2721-02
NORM PN-EN-60670-1
Internal dimensions: 267x207x111
External dimensions:  305x244x126

267
305

20
7

24
4 11

1
12

6
INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
305X244X168 WITH 12 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2722-02
NORM PN-EN-60670-1
Internal dimensions: 267x207x153
External dimensions:  305x244x168

267
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Hermetic junction boxes INDUSTRIAL IP55

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
342X282X115 WITH 14 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2723-02
NORM PN-EN-60670-1
Internal dimensions: 300x240x100
External dimensions:  342x282x115

INDUSTRIAL JUNCTION BOXES SURFACE MOUNTED 
342X282X165 WITH 14 CABLE GLANDS
Type Color Pack.

pc.

Weight

kg/1pc.

Index

Industrial IP55 Grey RAL 7035* 1 - 2724-02
NORM PN-EN-60670-1
Internal dimensions: 300x240x150
External dimensions:  342x282x165

IP
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V
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Casings  INDUSTRIAL IP65

INDUSTRIAL CASING SR1 252X352X142 IP65

Type Color Pack.

pc.

Weight

kg/1pc.

Index

INDUSTRIAL SR1 Grey RAL 7035* 1 1,9 2753-00
INDUSTRIAL SR1 Transp. 1 1,9 2753-01
INDUSTRIAL SR1 Grey RAL 7035* (UV) 1 1,9 2753-02
NORM PN-EN-60670-1
Included: 
- top hinged cover, galvanized steel mounting plate, key locks.
Machine sealing.
Internal dimensions: 197x297x110
External dimensions:  252x352x162

INDUSTRIAL CASING SR2 252X352X162 IP65

Type Color Pack.

pc.

Weight

kg/1pc.

Index

INDUSTRIAL SR2 Grey RAL 7035* 1 2,0 2754-00
INDUSTRIAL SR2 Transp. 1 2,0 2754-01
INDUSTRIAL SR2 Grey RAL 7035* (UV) 1 2,0 2754-02
NORM PN-EN-60670-1
Included: 
- top hinged cover, galvanized steel mounting plate, key locks.
Machine sealing.
Internal dimensions: 197x297x130
External dimensions:  252x352x162

INDUSTRIAL CASING SR3 356X456X162 IP65

Type Color Pack.

pc.

Weight

kg/1pc.

Index

INDUSTRIAL SR3 Grey RAL 7035* 1 3,6 2755-00
INDUSTRIAL SR3 Transp. 1 3,6 2755-01
INDUSTRIAL SR3 Grey RAL 7035* (UV) 1 3,6 2755-02
NORM PN-EN-60670-1
Included: 
- top hinged cover, galvanized steel mounting plate, key locks.
Machine sealing.
Internal dimensions: 287x387x130
External dimensions:  356x456x162
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Accessories

BRANCH PLATE 4X4 mm²

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

branch plate Black RAL 9005 50 3,40 0952-00

NORM: PN-IEC-60998-1:2006.

BRANCH PLATE 4X10 mm²

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

branch plate Black RAL 9005 25 6,62 0953-00

NORM: PN-IEC-60998-1:2006.

BRANCH PLATE 4X2,5 mm²

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

branch plate Black RAL 9005 50 3,10 0951-00

NORM: PN-IEC-60998-1:2006.

400
V PA

400
V PA

400
V PA

BRANCH PLATE 4 X 16 mm²

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

branch plate czarny  RAL 9005 10 12,30 0965-00

NORM: PN-IEC-60998-1:2006.

400
V PA
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Accessories

CONNECTOR 2,5 MM²

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

connector 2,5 mm² White RAL 9003 50 0,45 0940-00
Red RAL 3020 50 0,45 0940-01
Blue RAL 5005 50 0,45 0940-02
Green RAL 6001 50 0,45 0940-03
Yellow RAL 1021 50 0,45 0940-04

NORM: PN-IEC-60998-1:2006.

400
V PA

BRANCH PLATE 5X4 mm²

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

branch plate Black RAL 9005 50 3,70 0962-00

NORM: PN-IEC-60998-1:2006.

BRANCH PLATE 5X2,5 mm²

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

branch plate Grey RAL 7035* 50 4,03 0961-00

NORM: PN-IEC-60998-1:2006.

400
V PA

400
V PA

BRANCH PLATE 5 X 16 mm²

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

branch plate Grey RAL 7035* 10 15,20 0966-00

NORM: PN-IEC-60998-1:2006.

BRANCH PLATE 5 X 10 mm²

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

branch plate Black RAL 9005 25 8,80 0963-00

NORM: PN-IEC-60998-1:2006.

400
V PA

400
V PA
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Terminal bars

TERMINAL BAR LZ12 – 10 mm2 SELF-EXTINGUISHING

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

LZ12 – 10mm Orange RAL 2000 100 3,65 0933-00

Terminal bar LZ12 – 10 mm self-extinguishing  
NORM: PN-IEC-60998-1:2006 
Dimensions: A/B/C/D/E – 141/20/25/12/9mm

TERMINAL BAR LZ12 – 4 mm2 SELF-EXTINGUISHING

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

LZ12 – 4mm Orange RAL 2000 100 2,5 0931-00

Terminal bar LZ12 – 4 mm self-extinguishing  
NORM: PN-IEC-60998-1:2006 
Dimensions: A/B/C/D/E – 106/14/18/9/7mm

TERMINAL BAR LZ12 – 16 mm2 SELF-EXTINGUISHING

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

LZ12 – 16mm Orange RAL 2000 100 3,8 0934-00

Terminal bar LZ12 – 16 mm self-extinguishing 
NORM: PN-IEC-60998-1:2006 
Dimensions: A/B/C/D/E – 153/22/27/13/10mm

TERMINAL BAR LZ12 – 6 mm2 SELF-EXTINGUISHING

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

LZ12 – 6mm Orange RAL 2000 100 3,5 0932-00

 
Terminal bar LZ12 – 6 mm self-extinguishing  
NORM: PN-IEC-60998-1:2006 
Dimensions: A/B/C/D/E – 118/15/19/9/7mm

TERMINAL BAR LZ12 – 2.5 mm2 SELF-EXTINGUISHING

Type Color Pack.

pc.

Weight

kg/100 pc.

Index

LZ12 – 2,5mm Orange RAL 2000 100 1,9 0930-00

Terminal bar LZ12 – 2.5 mm self-extinguishing  
NORM: PN-IEC-60998-1:2006 
Dimensions: A/B/C/D/E – 94/13/16/8/6mm

400
V PA

400
V PA

400
V PA

700
V PA

700
V PA

850
°C

850
°C

850
°C

850
°C

850
°C

RoHS

RoHS

RoHS

RoHS

RoHS

2.5 MM2

4 MM2

6 MM2

10 MM2

16 MM2

0934-00 0933-00 0932-00 0931-00 0930-00

16 mm2 10 mm2 6 mm2 4 mm2 1,5-2,5 mm2
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CLASSIFICATION IP and IK

FIRST NUMBER
Protection against object

SECOND NUMBER
Protection against object

IK CODE
Protection against mechanical impact

IP TEST IP TEST IK TEST

0 no protection 0 no protection 00 no protection

protection against 
object diameter  
> 50 mm for 
example hand

protection against 
vertical drops energy impact < 1 J

protection against 
object diameter  
>12 mm (for 
example finger)

protection against direct 
shower under the angle 
till 15 degrees since 
vertical

energy impact 1 J

protection against 
object diameter  
>2,5 mm (for 
example tool or 
wiret)

protection against direct 
shower under the angle 
till 60 degrees since 
vertical

energy impact 2 J

protection against 
object diameter 
>1 mm (for example 
tool or wiret)

protection against spray 
water droping from all 
directions: approved 
limited water flow

energy impact 5 J

limited protection 
agains dust 

protection against 
water flowing under low 
preassure droping from 
all directions,approved 
limited water flowing

energy impact 10 J

full protection agains 
dust

protection against 
strong water flowing 
droping from all 
directions approved 
limited water flowing

energy impact 20 J

protection against 
drowning to depth 
between 15 cm to 1 m

protection against long 
lasting under pressure 
drowning to depth over 
1m

1 1 01-05

06

07

08

09

10

2 2

3 3

4 4

5 5

6 6

7

8

Degree protection is determined by IP 
classification. In the classification there 
are two numbers that define the degree 
protection against solid objects and 
against liquids.
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INDUSTRIAL  
SR3 356x456x162 IP65
2755-00




